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Designen pd ljudabsorbenten Scala

dr inte bara utvecklad av visuella

skdal, utan frdmst for att bidra till ett
mjukare ljudlandskap. Scala &r en
lekfull parafras p& korrugerad plét dar
formens funktionalitet nyttjas.

The design of the sound-absorbent
Scala is not only developed for visual
reasons, but primarily to contribute
to a softer soundscape. Scala is a
playful paraphrase on corrugated
iron that simultaneously employs the
functionality of the shape.

Den vdaggmonterade Scala finns i flera
storlekar. Horisontell eller vertikal
montering pd dolda vdggskenor.

The wall-mounted version of Scala is
available in different sizes. Portrait or
landscape format, to be hung on hidden
wall brackets.

Den nedpendlade Scala hindrar ljud-
vdagorna att fortsdtta uppat i rum-
met, vilket bidrar till ett behagligare
ljudlandskap.

The ceiling-hung Scala prevents sound
waves to continue upwards in the room,
which contributes to a more pleasant
soundscape.

Modulerna &r tillverkade av formpres-
sat filttyg med en ljudabsorberande

fyllning. Scala @r 100 % atervinnings-
bar, tyget ar godkdnt av EU Ecolabel.

The modules are made from compre-
ssed felt fabric with a sound absorbing
core. Scala is 100% recyclable, and the
fabric is approved by EU Ecolabel.
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Den nedpendlade Scala gér mot férfragan att f& med brandklassad fyllning enligt standard
EN13501-1, B-51,d0 och med Crib5-behandlat tyg. Inkluderar vajerkit for justerbar upphédngning.
Scala Tak ar tillgadnglig med eller utan belysning (vit eller svartbetsad ask). 230V input, LED
belysning 3000 K, 1840 Im, spridningsvinkel 120°, 22 W. Tradlést dimmer-kit finns som tillbehor
tillsammans med artikel 19055100. P& begdran kan produkten géras Dali-kompatibel.

The ceiling-hung Scala is on request available with fire-rated filling according to standard EN13501-1
B-s1, dO and with Crib5-treated fabric. Includes wire kit for adjustable suspension to the fittings on
backside. Available with or without integrated lighting (white or black stained ash). Scala ceiling is
available with or without lighting (white or black stained ash). 230V input, LED lighting 3000 K,
1840 Im, scattering angle 120 °, 22 W. Wireless dimmer kit is available as an accessory along with
article 19055100. On request, the product can be Dali-compatible.
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Golvskarm/ Stativ/Stand
Floor screen
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Fargval/Color Choices
Note: Available in other fabrics. Please see the pricelist for more information.

89 -88 -87 -85  -82  -81

CUZIN CUZIW CUZIE CuUz33 CuUZ30 Cuz28

BLAZER other colours, longer delivery times:

cuzog cuzry CUz62 cuzo9 CUZ24 CUZIV Ccuz26  CUZ12 cuzoz cuzp

CUZIC CUZIH cuziM CUZIL CUZ53 CUzZiK  CUZIF Cuzi4 Cuz31  CUziD

o L8
CuUZz58 Cuz82 CUz83 CUZ88 Cuz85 CUZ39 CuUzZ90 CUZ66 CUZIA CUZ67

CUZIB  Cuz21 CUZ89 cCuz13  CUZ63 Cuzig  CUzZ87 CUZ84 cCuziu CUZIX

cuz1iT  cuzis Cuzic  CUZ1Z  Ccuzz7  CUZ2A  cuz46 CUZ32 CuzlJ cCuziQ

i s i x 5
CUZ1 R cuzsé cuz4a7















